PDAIKIN

Concealed flexi
type unit

FWM-DAT/DAF

AC fan motor unit for horizontal or vertical
concealed mounting

» Pre-assembled 3-way/4-port on/off valves are » Electric heater: no relay up to 2kW capacity

available » Electric heater: equipped with two overheat
» Valve packages are insulated, no extra drain cut-out thermostats
pan required » High efficiency heat exchanger
» Valve packages contain balancing valves and > Washable air filter, easily removable for
sensor pocket maintenance

» Fast-on connections for electrical options: no
tools needed
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FWECSA

FWM-DAT/DAF FWEC1,23A

01 15 02 25 03 35 04 06 08 10 01 15 02 25 03 35 04 06 08 10
2-pipe 4-pipe

034(1)044(1)|  054() 0.82(1) 076(1) 118(1) 0.98(1) 1.80(1) 2.06(1) 0.32(1) 0.42(1) 0.33(1) 0.53(1) 0.80(1) 075(1) | 117(1) | 119() | 179(1) | 203 (1)
077(1)/093(1)|098()| 115(1) | 123(1) | 141(1) [176(1) | 227(1) 275(1) | 294(1) 073(1)| 091(1) 096 (1) 134(1) | 121(1) |140(1) | 174 (1) | 223 (1) | 273 (1) | 291(1)
094(1) 110(1) 1120(1)|153(1) | 166 (1) 199 (1) | 239 (1)| 285 (1) 370(1) 446(1)|0.87(1) 107(1) | 138(1) |150(1) | 162(1) 196 (1) | 236 (1) 280 (1) 367(1) | 440(1)
116(1) 125(1) | 137(1) |182(1) 205(1) 269 (1)|3.05 (1) 355(1) 473(1)|572(1) | 110(1) 1.22(1) | 141(1) | 179(1) | 201(1) | 261(1) [299 (1) 347(1) | 467(1)| 561 (1)
102(1) 124 (1) [134 (1) | 157() | 173(1) |194(1) | 247(1) | 295 (1) 388 (1) 400 (1)| 097 (1) | 122(1) | 124 (1) | 155 (1) | 170 (1) | 1.92(1) 244 (1) 3.06 (1) 384 (1) 396 (1)
12101) 148(1) 166 (1) |199(1) 2.34(1) 258(1)|321(1) 359(1) 514(1) [607(1)| 11 () 144(1) 152(1) | 196(1) | 229(1) 254(1)| 317(1) | 374() | 510(1) |599()
150(1)|169(1)| 191(1) 236(1) 2.87(1)|345(1) 423 (1) 441() 653(1)| 778(1) | 142(1) 164 (1) | 174(1) |232(1) | 2:81(1) 336(1)| 416(1) | 457 (1) 646 (1) 764 ()
121(5) 145 (5) 150 (5) 174 (5) | 176 (5) 239 (5) 247 (5) 331(5) 397(5) 439(5) 131Q2)|  136()  |178(2)|188(2) 282(2) 273(2)|355(2) 502(2) 485(2)
148(5) 172(5) | 181(5) 226 (5) 2.37(5) 313(5) 324(5) 408(5) 517(5) 653(5)149(2)  156(2) |218(2)|231(2) 347(2) 3.22(2) 407(2)6.02(2) 629 (2)
182(5)(184 (5) 215 (5) |270(5) 294 (5) 405 (5) 424 (5) 498 5) 649 (5) 837(5) 166 ()| 176(2)  |253(2) 268(2)420(2)382(2) 464(2) 697(2) 735(2)
002 0.03002| 003 004 005|009 011 002003002 003 004 | 005|009 01
0.03 0.04 0.05 | 0.06  0.07 | 013 | 017 | 0.03 0.04 0.05 | 0.06 | 0.07 | 013 | 017
0037, 0053 |0.057/0.056/0.065 0.098  0.182|0.244/0.037, 0.053 0.057/0.056/0.065| 0.098 | 0.182|0.244

E D | E D E E D | E D E

E D E E D E
535x584x224 | 535x794x24|  53Bx1000x24  535x1210x249)  53x584x24 | 535x794x224 | 535x1000x224 | 535x1210%249

16.5 16.9 | 214 | 221 | 263 264 266 354 16.5 16.9 | 214 | 221 | 263 264|266 354

0 1 2 0 1 2
790) | 216(1) | 234(1) | 275(1) | 302(1) | 340(1) | 431(1) | 515(1) | 682(1) | 706(1) | 169(1) | 212() | 216(1) | 272(1) | 297(1) | 336(1) | 425(1) | 535(1) | 676(1) | 699(])
213() | 261() | 292(1) | 348(1) | 408(1) | 451(1) | 561(1) | 628(1) | 905(1) 1071(1)| 196() | 254(1) | 267(1) 343(1) |400() | 447() 554() 654(1) | 898 (1) 1058(1)
264(1)| 299(1) | 337(1) | 415() | 503(1) | 60201) | 743(1) | 774(1) | 1152(1) 1376(1)| 250(1) | 291(1) | 307(1) | 409(1) | 493(1) | 594() | 730(1) | 802(1) 1138 (1) | 1352()
211(5) | 252(5) | 260(5) | 302(5) | 301(5) | 415(5) | 430(5) | 575(5) |690(5) 764(5) | M5(2) | 120(2) | 9(2) | 156(2) | 165(2) | 247(2) | 238(2) | 31(2) |440(2) 425(2)
256(5)1300(5) | 315(5) |393(5) | 408(5) | 545(5) | 563(5) | 709(5) 898(5) |1135(5) 1B0Q) | 137(2) | B6(2) | 1912) | 202(2) |304(2) | 2812) | 357(2) | 527(2) | 551(2)
317(5) | 320(5) | 373(5) |469(5) 506(5) 704(5) | 736(5) |866(5) 1129(5)1455(5) 46(2) | 14Q) | 222(2) | 234() 368(2) |334(2) | 406(2) 610(2) |643(2)

Centrifugal
1 2 1 2
178 pall 241 320 | 361 470 570 | 642 | 174 205 238 | 237 | 316 | 356 460 | 565 | 636
233 27 341 450 | 497 | 605 | 771 |1,022| 225 261 334 | 332 444 | 490 | 593 | 765 1,007
319 344 442 640 | 706 | 785 1,011 (1,393 307 | 330 | 327 | 432 | 431 628 690 | 763 K 998 1,362

Polypropylene net
37(3)138(3)/40(3)35(3)36 (3)| 35(3) 143(3)/47(3) 49 (3)/33(3) 40 (3)|38(3)/34 (3)/33 (3) |36 (3) 139 (3)|48 (3) 46 (3) 48 (3)
42(3) 44(3) 43(3)42(3) 43(33) 149(3)54(3)60(3)39(3) 44(3) 43(3) 41(3) 45(3)/46(3) 53(3)/54(3) 58 (3)
47(3)149(3)50(3) 48(3) 52(3)/53(3)|56 (3) 61(3) |67 (3) 45 (3) 49 (3)50 (3) 48 (3) 47 (3) 53 (3) |56 (3)|58 (3) |60 (3) 66 (3)
32(4) 33(4)|35(4) 30 (4)31(4) 30(4) 38(4)/42(4) 44 (4)28(4) 33(4) 29 (4)|28 (4) 29 (4)|32 (4) 43 (4) 41 (4) 43 (4)
37(4) 39(4) 38(4)37(4) 38(4) |44(4)49(4)|55(4)34(4) 39(4) 38(4)36(4)38(4)41(4) 48 (4) 49 (4)|53 (4
42(4)44(4)45(4) 434 47 (4) |48 (4) 51(4) 56 (4) 62 (4) |40 (4) 44 (4) 45 (4) 43 (4)|42 (4) 46 (4) 51 (4) |54 (4)|55 (4) 61(4)

1.0 15 1.6 20 3.0 1.0 15 1.6 20 3.0
16 16
1~/50/230 1~/50/230 /-/- | 1~/50/230
0.09 on 0.14 0.19 0.39 | 0.54  0.09 0.1 0.14 0.19 0.39 | 0.54
0.1 0.14 0.20 0.29 0.28 | 0.57 | 0.78 | 0.1 0.14 0.20 0.29 0.28 | 0.57 | 0.78
0.16 0.20 0.27 0.40 039 0.80 107 | 0.16 0.20 0.27 0.40 0.39 | 0.80 | 1.07

(1) Cooling: indoor temp. 27°CDB, 19°CWB; entering water temp. 7°C, water temperature rise 5K.
(2) Heating: indoor temp. 20°CDB, 15°CWB; entering water temp. 65°C, water temperature drop 10K.

(3) Sound power level according to ISO3741

(4) The sound pressure level is measured via a microphone at Im distance of the unit.
(5) Heating: indoor temp. 20°CDB, 15°CWB; entering water temp. 45°C, water temperature drop 5K.
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PERFORMANCE units (AHU), Fan coil units (FCU) and variable refrigerant flow
systems (VRF) Check ongoing validity of certificate online:
www.eurovent-certification.com or using: www.certiflash.com

EUROVENT Daikin Europe N.V. participates in the Eurovent Certification
%g‘ !’ CERTIFIED programme for Liquid Chilling Packages (LCP), Air handling

www. eurovent-certification. com
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The present leaflet is drawn up by way of information only and does not constitute an offer binding upon Daikin
Europe N.V.. Daikin Europe N.V. has compiled the content of this leaflet to the best of its knowledge. No express or
implied warranty is given for the completeness, accuracy, reliability or fitness for particular purpose of its content
and the products and services presented therein. Specifications are subject to change without prior notice. Daikin
Europe N.V. explicitly rejects any liability for any direct or indirect damage, in the broadest sense, arising from or

related to the use and/or interpretation of this leaflet. All content is copyrighted by Daikin Europe N.V.



